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ISO 6431 Cylinders 
Catalog #FAQ2R-09

Twin Rod, Non-Rotating 
Air Cylinders - Catalogs 
#FDF-09 & #FDXS-09

Pancake® II Air Cylinders
Catalog #Pan2-2

Square Pancake® II 
Air Cylinders
Catalog #SqPan2 

Cylinders, Valves 
and Accessories 
Catalog #CV9

High Closing Force
Angular Grippers
Catalog #FKHC-10

Linear Slides - 6 Families
Catalog #LS-03

ISO 6432 Cylinders 
Catalog #FAE-09

Air Table Slides
Catalog #FGXS-10

Toggle Type 
Angular Grippers
Catalog #FKHT-10

Multi-Power® Air Presses
Catalog #FP16

Compact Finger Slides 
Catalog #FDH-10

Stopper Cylinders
Catalog #ST-SC

Swing Clamps
Catalog #SC-DB04

Global Series™ Metric 
Air Cylinders
Catalog #GC-15

Air Pilot and 
Solenoid Valves
Catalog #FVA.E-09

Wide & Narrow  Parallel 
Grippers - Catalogs
#FKHZ-10 & #FKHQ-10

NAMUR  Solenoid Valves 
Catalog #FVEN-10

Pneumatic 
Crimping Tools
Catalog #FCT-JY07

Original Pancake® 
Air Cylinders
Catalog  #CV9

Angular Grippers
Catalog #FKA-09

Magnetically Coupled 
Rodless Slides
Catalog #FGYS-11

Magnetically Coupled 
Rodless Air Cylinders
Catalog #FGYBR-11

3 Series of Angular & 
Parallel Motion Grippers 
Catalog #GR8

Pneumatic Rotary 
Actuators
Catalog #FRB-14

Guided Motion 
Air Cylinders
Catalog #FGM-10

Pneumatic & Hydraulic
Swing Clamps
Catalog #FML.H

Catalog #FKHT-10

Wide Opening 
Parallel Grippers 
Catalog #FKHL-10

 
oem NFPA Air Cylinders
Catalog  #FCQN-OEM

Pneumatic Rotary 
Actuators
Catalog  #FRA.C-09

Pneumatic Rotary Pneumatic Rotary Pneumatic Rotary 

Modular Air Prep System 
FRLs Catalog  #FRL-06

 3-Way Rotary Lock-out / Tag-out Valve

This manually operated valve is used to prevent operation. When in        

exhaust position, the valve can be locked out to prevent accidental 

start-up's. Can be connected to FRL components with NPT port 

or manifold interface items. Note: Use of the accessory "T" 

interface adjacent to these items may interfere with rotary

lock-out action.

Increase cylinder speed and reduce cycle 

times by purging cylinder exhaust 

quickly.

  150 PSI MAX

+25° to +140°F

     150 PSI MAX

   -10° to +160°F

List Price
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-

        

 

Mode

RL

RL

RL

  150 PSI MAX  150 PSI MAX

+25° to +140°F

The FKP quick exhaust valve can be used 

with most FABCO pneumatic cylinders.

 Quick Exhaust Valve

Catalog  #FVH-16

Dimensions (mm)

Dimensions (mm)


